
 10X Dual Light            Gimbal 

*10X Optical Zooming  4MP RGB Camera

*19mm Lens 640*480 Thermal Camera 

*Target Tracking in both RGB and Thermal images

*Weight: 490g

*Size: 118mm*109mm*116.5mm

*128G HD Video Storage
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Brief Introduction 

PL-M-V10TIR is a high-precision dual light gimbal at tri-axis stabilization 

structure. With FOC controlling technique, PL-M-V10TIR achieves high 

stabilization with a small housing, light in weight as well as low in power 

consumption. 

1) Adjustable moving speed: lower speed for short focus and higher speed for 

long focus  

2) Resume to the center of FOV by one click 

3) Support both PWM, S.BUS and serial port command control that are feasible for 

short range remote control as well as long distance data transmission control 

Target Tracking (Standard Configuration)    

1. Description 

Imbedded normalization cross correlation and target relocking algorithms, the 

gimbal could track a target stably and steadily. 

Support to  display characters customized by  users,  adaptive gate and  display

of cross hair and tracking  information. 

2. Tracking Performance

1）Data refresh rate 50Hz

2）Image delay＜15ms

3）Minimum target contrast 5%

4）Minimum SNR 4

5）Minimum target size 16*16 pixels

6）Maximum target size 160*160 pixels

7）Tracking speed ± 32 pixels/frame

8）Root mean square of noise at the target position ＜0.5 pixel

9) Target memory time: 100 frames
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Description 

[1]Upper Damping Board

[2]Lower Damping Board

[3]Electrical Machine at

Azimuth  Direction 

[5] Electrical Machine at

Pitch  Direction 

[6] 10X Daylight Camera

[7]19mm Thermal Camera

! 
Please  make  sure that nothing  is  blocking  the electr ical  machine during 

operation. 

[4] Electrical Machine at

Rolling  Direction 
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    Package List   
 

 
M3*5mm hexagon socket head cap 

screw*4 (for fixing copper cylinder and 

shock absorption boards) 

 

 

 
 

 
 

  
 

    Payload Board Dimension   
 

 

 

Unit: mm 

Copper Cylinder*4 Shock Absorption Board*4 

Gimbal*1 Package of Screws*1 

118 109 

1
1

6
.5
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  Installation   
 

 

 
Electronic Features 

 

Working Current: quiescent current: 450mA(@12V) 

dynamic current: 550mA(@12V) 

Input Voltage: 3S~4S Working Temperature: -30°Ｃ ~ 60°Ｃ 

Size: Ｌ118mm*W109mm*H116.5mm Weight: 490g  

 

Working Index 
 

Pitching Range: ±90° Rolling Range: ±85° Azimuth Range: ±170° 

Shaking:  pitch & roll: ±0.01° horizontal: ±0.01° 
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Connection 
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Imaging and 
temperature 

measuring 
index 

Working system Un-cooled long wave(8μm～14μm) 

Pixels of detector 640×480 

Size of pixel 17μm 

Focusing Athermalizing 

Emissivity correction Emissivity 0.01~1 adjustable 

NETD ≤60mK（@25℃） 

MRTD ≤650mK 

Imaging enhancement 
Automatically adjusts image brightness 
and contrast 

Color palette Black hot, white hot, pseudo color 

Automatic non-
uniformity correction 
function  
Synchronization  time 
function 

Yes 

Temperature 
measuring mode 

Temperature bar(pseudo display)HT LT 
field center temperature 

Temperature warning Warning temperature -20℃～120℃ 

Tracking index 

Data refresh rate 25Hz 

Output time lag ＜3ms 

Tracking speed ±32 pixels/frame 

Target effective 
memory 

4s 

Size of target 16x16～128x128 pixels 
 

 

  

Thermal Camera 

Yes(No shutter) 
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Sensor 1/3 CMOS 

Effective pixels 4 MP 

Video output (HD) 1080P/60, 1080P/50, 1080P/30, 1080P/25 

Lowest illumination 0.5 lx (1/30sec, F1.8, 50%) 

Illumination range 100 lx～100,000 lx 

Transmission gain Manual/Auto 

Shutter 1/1 ～ 1/10,000 sec 

Sync mode Internal 

Exposure compensation -12dB ～+12dB (13 steps) 

Backlight compensation ON/OFF 

Gamma correction Standard 

Iris control 16 steps 

White balance 

ATW1 (Narrow), ATW2 (Wide), One-touch, Manual 

(B,R) 

Ae (Auto-exposure mode) Optical 10.5X 

 Auto, manual, preference mode (shutter/diaphragm) 

Lens (wide～tele) F= 3.2～33.6 mm 

 F1.8～3.4 

Zooming mode Standard/Variable/Direct 

Zooming time lag 1.5 sec 

Focusing system Auto, manual, one-touch, auto-focusing sensitivity 

Horizontal view angle 
(wide～tele ) 

62～6.5 

Closest recording distance 
(wide～tele) 

10mm～800mm 

Horizontal resolution Above center line of 800TV 
 

 

 

 

10X RGB Camera 


